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TK-LHB5    SERIESTM TK-RHB4    SERIESTMTK-LHB6    SERIES TK-LBS4    SERIESTM TM

3CCT: 35/40K/50K
LUMINOUS EFFICACY 140–190Lm/W

2FT 110W/165W/220W

5600 – 15,200 LUMENS

CCT: 40K/50K
LUMINOUS EFFICACY 140–190Lm/W

1.6FT 110W/135W/165W
1.9FT 155W/185W/210W
2FT 100W/125W/150W

TK-EE-7109 LED EMERGENCY

EXTRUDED ALUMINUM HOUSING
120-347VAC

 SINGLE / DOUBLE FACE

Ultra-bright, energy efficient, long-life
Red or Green LED, 4.8v long life

TK-EE-7033 LED EMERGENCY 

2.4WATT
 120/277V VOLTAGE

3.6V NICKEL CADMIUM BATTERY
 WET RATED

Long lasting, efficient ultra-bright white 
LED lamp heads.

1 watt (8 LEDs x 0.125 watt) per head.

04CWLEZ EMERGENCY EXIT

AVAILABLE : RED OR GREEN
SINGLE FACE / DOUBLE FACE

120/277VAC
4.8V NICKEL CADMIUM BATTERY

Ultra-bright, energy efficient, 
long-life Red or Green LED

4.8v long life

TK-EE-7024 EMERGENCY EXIT

AVAILABLE: RED OR GREEN
 120/277VAC

 4.8V NICKEL CADMIUM BATTERY

Injection-molded thermoplastic hous-
ing,UL-94V-0 flame rating, fire-retar-

dant Wall and ceiling mounting.

TK-EE-7082 LED EMERGENCY EXIT

2X1.2W ADJUSTABLE LAMP HEADS
AVAILABLE IN RED/GREEN 

LEDDAMP LOCATION RATED,
DOUBLE FACE

TK Exit Combo combines an EXIT sign & 
emergency light into one low-profile 

unit

TK-EE-7007 EMERGENCY EXIT

AVAILABLE IN RED / GREEN LED
 DAMP LOCATION RATED
 SINGLE / DOUBLE FACE

Ultra-bright, energy efficient, 
long-life Red or Green LED

4.8v long alife

TK-CR-7069 EMERGENCYTM

120/277 VAC 60HZ
4.5 WATT (36 LEDS X 0.125 WATTS)

WET RATED

Injection-molded thermoplastic 
housing,UL-94V-0 flame rating, 
fire-retardant Wall and ceiling 

mounting.

TK-EE-7112 EMERGENCY EXIT

120/277 VAC VOLTAGE
1.2W X 2 LAMP HEADS

 DAMP LOCATION RATED

Injection-molded thermoplastic ABS 
housingInnovative, Easy installation in 

minutes.Battery backup for 90 minutes. 

LED EXIT LIGHT

LED HIGH BAYS

Exceptional Energy Efficient Luminaire for 
large areas and tall mounting

Wattage tunable

19,000 -28,500 LUMENS
Exceptional Energy Efficient Luminaire for 

large areas and tall mounting
Wattage tunable

15,400-39,000 LUMENS

3CCT: 35/40K/50K
LUMINOUS EFFICACY 190Lm/W

 150W/200W/240W

Wattage Tubeale. Professional light distri-
bution optics, high light reflectivity reflec-

tors, 90/120 beam angle available. 

3CCT: 35/40K/50K
LUMINOUS EFFICACY 130Lm/W

 40W, 64W, 80W
4FT / 8FT

The WATT-CCT changeable Strip light fixture 
are the functional and multi-purpose channel 

family that incorporates premium performance. 

5,200 11,700 LUMENS



TM

TMTK-LSD1    SERIESTM

Ideal for Offices, Clinics, Hospitals, 
Supermarkets, Residences, Retail 

Showrooms

Ideal for Offices, Clinics, Hospitals, 
Supermarkets, Residences, Retail 

Showrooms

ARCHITECTURAL LIGHT

TK-FL01    SERIESTM

 CCT: 50K
Luminous Efficacy: 120 lm/W

Wattage Options: 20W, 30W, 50W

deal for advertisement background, 
bridge, river bank, building frame 

and other large dynamic site.

TK-FL02   SERIES    

CCT: 50K
Mounting Options: Slip Fitter, Yoke Mount

Luminous Efficacy: 131 lm/W
Wattage: 200W

LED FLOOD Light Multi-Purpose,
200W, Up to 26,000 Lumens, +70 CRI,

120–277V / 347–480V PF GT 0.90, THD LT 
20%,

TK-WP06    SERIESTM

3CCT: 35K / 40K / 50K
• Luminous Efficacy: 125 Lm/W

• Wattage Tunable: 30W / 40W / 60W / 
80W / 100W / 120W

TK-WP06  are the perfect choice for out-
door lighting applications.A variety of op-

tions to meet different requirements.

FLOOD LIGHT

WALLPACK

TMTK-CBT4    SERIESTM

3 WATTAGE & 3CCT TUNABLE
LUMINOUS EFFICACY: 125 Lm/W

36W, 45W

LED 3CCT Color Tunable center basket 
troffer with Durable white aluminum body 

& frosted PMMA (acrylic) lens.

LED TROFFERS / BACKLIT PANEL

3CCT : 30K/40K/50K 
LUMINOUS EFFICACY 130 Lm/W

WATTAGE TUNABLE
15W, 20W, 25W

3CCT

TK-MWP2    SERIESTM TK-SPL1    SERIESTM

Led Wafer Recessed Downlight 
engineered for demanding 
commercial applications.

700 – 1,100 LUMENS

5CCT : 27K/30K/40K/50K/60K
AVAILABLE IN 4" / 6"

LUMINOUS EFFICACY: 80 Lm/W
9W, 12W, 14W

TK-RDL2    SERIESTM

LED Retrofit Downlight, high-
performance and energy-efficient 

lighting solution designed to 
integrate into existing fixtures.

720 – 1,400 LUMENS

5CCT : 27K/30K/40K/50K/60K
AVAILABLE IN 4" / 6" / 8"

LUMINOUS EFFICACY: 80 Lm/W
9W, 15W

5CCT : 27K/30K/35K/40K/50K
AVAILABLE IN 4" / 6" / 8"/ 10” 

SQUARE/ROUND
12W/24W/30W/38W

 5CCT : 27K/30K/40K/50K/60K
 AVAILABLE IN 6" / 8"

 LUMINOUS EFFICACY: 80 Lm/W
 15W, 18W

TK-FDPL2    SERIESTM

Ultra-Slim Downlight Retrofit 
engineered for demanding
commercial applications.

720 – 1,920 LUMENS

3CCT : 30K/40K/50K
AVAILABLE IN 5" / 9" / 12"

LUMINOUS EFFICACY: 80 Lm/W
9W, 12W, 18W, 24W

TK-DSK1    SERIESTM

LED DISK LIGHT 5CCT ADJUST-
ABLE, a versatile and efficient 
lighting solution designed to 

meet various illumination needs.

1,200 – 1,800 LUMENS

TK-CDL3MAX    SERIESTM

Commercial-grade Downlight is a 
versatile multiple lighting 

solution, offering 3  wattages and
5CCT tunable options.

700 – 1,100 LUMENS

TK-CDL2MAX    SERIESTM

These Ceiling lights are
perfect for Commercial Lightings,

Remodel or New Construction
& Recessed Lighting

800 – 1,800 LUMENS

3CCT : 30K/40K/50K 
AVAILABLE IN 4" / 6" / 8"

LUMINOUS EFFICACY: 100Lm/W
WATT SELECT : 12W/18W/24W

TK-RDX5R    SERIESTM

5CCT Regressed backlit downlights 
areversatile channels withhigh 
performance andsturdy build. They 
support TRIAC / 0-10V dimming

1,200 – 1,950 LUMENS

5CCT : 27K/30K/35K/40K/50K
AVAILABLE IN 6"

LUMINOUS EFFICACY: 80 Lm/W
 10W, 15W, 22W

TK-CDLPEK    SERIESTM

Downlight for New Construction
or Remodel applications.Switch-
able lumen output, color tem-
perature, and dial-in beam angle.

800 – 5,000 LUMENS

5CCT: 27K/30K/35K/40K/50K
AVAILABLE IN 4" / 6" / 8"

LUMINOUS EFFICACY: 85Lm/W
WATT SELECT: 20W,30W,55W

TKJXL-COB4 SERIES

Triac Dimming Die-cast Alumi-
num alloy for optimal heat 

dissipation. Flicker free.

700 – 950 LUMENS

5CCT: 27K/30K/35K/40K/50K
AVAILABLE IN 2” / 4" 

SQUARE/ROUND
15W

TKJXL-COB4 G10W  SERIES

Triac Dimming Die-cast Alumi-
num alloy for optimal heat 

dissipation. Flicker free.

900  LUMENS

3CCT : 30K/40K/50K 
AVAILABLE IN 4"
24°  / 36° / 60° 

10W

3CCT : 30K/40K/50K  
AVAILABLE IN 4FT / 5FT / 8FT

LUMINOUS EFFICACY: 160 Lm/W
40W, 50W, 65W, 80W, 110W

TK-ASTP    SERIES

VAPOUR TIGHT LED COMMERCIAL DOWNLIGHTS

LED DOWNLIGHTS RETROFIT

MINI LED Wall Pack, lighting solution 
designed to provide reliable illumination 

in various outdoor and wet location.

700 – 1,100 LUMENS
LED Vapor Tight / Tri-Proof Light, a cut-
ting-edge lighting solution designed to 

deliver superior performance and durability.

3CCT: 30K/40K/50K
AVAILABLE IN: 4FT / 8FT

LUMINOUS EFFICACY: 130 Lm/W
40W, 50W

3CCT : 30K/40K/50K
AVAILABLE IN 4FT 

LUMINOUS EFFICACY: 115 Lm/W
40W

2,500– 4,600 LUMENS2,500 – 5,000 LUMENS

 3CCT : 35K/40K/50K
 AVAILABLE IN 1x4FT/ 2x2FT/ 2x4FT
 LUMINOUS EFFICACY: 110,125 Lm/W

 18W/28W/38W, 40W/50W/72W

TK-BLFP2/3   SERIES

BACKLIT TUNABLE PANEL LED LIGHT 
TK-BLFP1-22/24, a versatile lighting 

solution engineered for various indoor 
environments.

2,200 – 9,000 LUMENS3,750 – 5,000 LUMENS

CCT: 30K, 40K, 50KCCT: 40K, 50K, 57K

TK-SAL4    SERIESTM

CCT: 30K, 40K, 50K
• Mounting Options: Slip Fitter, Trunnion 

• Luminous Efficacy: 170 lm/W
• Wattage Options: 100W, 300W

Ideal for lighting general outdoor, wet lo-
cation and commercial area lighting.

Replaces Metal Halide for superior energy 
efficiency and slim aesthetics.

TK-SAL05™ SERIES

CCT: 40K, 50K, 57K
 Mounting Opt: Slip Fitter, Straight Arm, 

Yoke Mount
• Luminous Efficacy: 130 lm/W

Wattage Opt: 150W, 200W, 240W, 300W

Ideal for lighting general outdoor, wet lo-
cation and commercial area lighting.

Replaces Metal Halide for superior energy 
efficiency and slim aesthetics.

TK-WPX2 SERIES

CCT: 50K
• Luminous Efficacy: 120–140 Lm/W

• Wattage Tunable: 60W / 80W / 100W

Ideal for lighting building facade, hotels, 
retail, hospitality and industrial spaces.

Replaces Metal Halide Wall Packs.

TKYR-CP-380 Series TK-CAN3TNC Series

CCT: 50K
LUMINOUS EFFICACY: 135 Lm/W

100W, 120W, 150W

Fixture is designed for better cooling 
with Larger Size, aluminum HeatSink 

to ensure long life performance.

TK-CP02G    SERIESTM

3CCT: 30K/40K/50K
LUMINOUS EFFICACY: 135 Lm/W

40W/55W/60W/70W/75W

TK-CP02G Series are flexible and effi-
cient LED canopy lights. They have color 

and wattage selectable features.

TK-WP01    SERIESTM

• CCT: 50K
• Luminous Efficacy: 130 Lm/W
• Wattage Options: 100W, 120W

High quality isolated driver; 0-10V 
Dimmable. Heavy duty die-cast aluminum 

body, fully sealed, dirt & bug proof.

AREA TIGHT

CANOPY LIGHT

TK-LSD3    SERIES
19,500 – 39,000 LUMENS 19,500 – 39,000 LUMENS Up to 26,000 LUMENS 2,400 – 6,000 LUMENS

13,000 – 15,600 LUMENS 7,200 – 14,000 LUMENS 3,750 – 15,000 LUMENS 700 – 1,100 LUMENS

2,700 – 10,125 LUMENS 13,500 – 20,250 LUMENS

3CCT: 30K/40K/50K
LUMINOUS EFFICACY: 120-140 Lm/W

40W/60W/75W

Fixture is designed for better cooling 
with Larger Size, aluminum HeatSink 

to ensure long life performance.

20,550 – 27,400 LUMENS

TM


